SA WG2 Meeting #109
S2-151844
25 - 29 May 2015, Fukuoka, Japan
(revision of S2-151718)
Source:
Alcatel-Lucent (Rapporteur)
Title:
Rel-13 Work Item Exception for SEW1
Document for:
Approval
Agenda Item:
6.17 / 7.2
3GPP™ Work Item Exception
Title : 

Support of Emergency services over WLAN – phase 1
Acronym  : 
SEW1
Unique Identifier 
Not allocated yet as the WID is submitted to this plenary
Release 13 Submission form

	Feature / Item:
	

	Affects:
	UE/MS: X

	CN:
X

	GERAN:


	UTRAN:


	E-UTRAN:



	Expected Completion Date:
	SA#69 (September 2015)

	Service(s) impacted:
	Emergency services over WLAN

	Specification(s) affected:
	23.402 , 23.167, 23.271, 23.203

	Task(s) within work which are not complete:
	No work has been carried out on this WID that has not yet been approved.

	Consequences if not included in Release 13:
	Emergency services over WLAN not supported


Abstract of document:

This is the normative WID (SEW1) spinned-off from the phase 1 of FS_SEW. FS_SEW phase 1has concluded and is now over (FS_SEW will continue with a phase 2 that would run as part of Rel14, once this SEW1 WID has been completed). FS_SEW phase 1 considers simpler deployments cases such as:

· support an emergency session only in case of “Valid” UEs as in the case 1 in § 4.3.12.1 of 23.401: the support of emergency session is only studied for UEs which (a) have valid credentials to access EPC over WLAN and (b) are authorized to connect to EPC over WLAN in the location where they initiate an emergency session
· Only existing location determination mechanisms are considered in this phase.
· No Roaming cases (user not in his / her home country)
-     No Support of session continuity of emergency sessions at inter-access mobility
· Etc…

No (normative) work has been carried out yet on this WID that has not yet been approved.
Outstanding Issues:

CR are expected to 23.167 to document 

· that emergency services are possible over WLAN (S2b case) with the simpler deployment cases recalled above

· In a dedicated Annex to refer to underlying EPC access procedures defined in 23.402
CR are expected to 23.402 to document 

· the impacts on Non 3GPP access (S2b case) of the set up of IP connectivity for emergency services

· The transfer of (non network asserted) information on the UE IP @/ port (already specified in case of Fixed broadband Access). 
One CR expected to 23.203 to transfer the (non network asserted) information on the UE IP @ (over Gx) (already specified in case of Fixed broadband Access). 
One potential CR to 23.271 to refer to LRF behaviour when invoked as part of emergency services over WLAN
Contentious Issues: None
