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1. Overall Description:

SA6 have progressed the functional architecture and information flows for MCPTT in 3GPP TS 23.179, and would like to provide SA2 with overall status for MCPTT work in SA6, and questions on the use of Rx interface.
The functional model for on-network and off-network operations is defined in subclause 7.3, the related functional entities are defined in subclause 7.4 and the reference points are further listed in subclause 7.5. Some of these reference points shall use existing 3GPP IMS reference points such as Gm, ISC, Mm and ICi.
SA6 have also specified several procedures and information flows for the support of MCPTT, in clause 10 from 3GPP TS 23.179.

For service continuity, SA6 have decided to not pursue any solution for service continuity between on-network MCPTT service and off-network MCPTT service. For service continuity between on-network MCPTT service and UE-to-network relay MCPTT service, SA6 have agreed to reuse existing mechanisms as defined in 3GPP TS 23.237 (Stage 2 for IP Multimedia Subsystem (IMS) Service Continuity). This is documented in Annex A from 3GPP TS 23.179.
During the discussions on application architecture for MCPTT, it was questioned whether the resource control via Rx interface is possible directly from the MCPTT AS, and consequently the interaction between the MCPTT AS acting as a GCS AS and the IMS SIP core, when interfacing to Rx, was debated. It was common understanding that there can only be one Rx active at a time for a session, but different questions were raised regarding how the interaction should be handled.
Question 1: 

3GPP TS 23.468 shows that the GCS AS directly uses Rx. In 3GPP TS 23.179, the MCPTT AS is acting as a GCS AS to directly use Rx, while also using Rx from the P-CSCF when the MCPTT AS is also an IMS AS. Is this supported in the existing Rel-13 architecture?
Question 2: 

If the answer to question 1 is positive, what is the mechanism specified by SA2 to allow coordination between the entities (in this case the MCPTT AS and the P-CSCF)?
2. Actions:

To 3GPP TSG SA WG2 group.

ACTION 1: 
SA6 kindly request SA2 to take note of current status for MCPTT work in SA6.

ACTION 2: 
SA6 kindly request SA2 to provide answers to question 1 and question 2 on the use of Rx for resource control in the context of MCPTT.
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