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1. Overall Description:
CT1 has discussed the following scenario:

A "class A" or "class B" MS in NMO II camps in GERAN/UTRAN and performs mobility management signalling where it receives the “CS” Back-off timer (T3246) from the MSC/VLR. The MS will not initiate any further CS Mobility Management (MM) signalling (e.g. Location Updating procedures) in GERAN/UTRAN until the CS Back-off timer expires.

However, if the MS re-selects to LTE before the CS back-off Timer expires, it is not clear whether the CS/PS mode UE (not configured for “SMS-Only”)  should perform a Combined TA/LA update procedure or perform Normal TAU (EPS only). 
The same case exists when the MS moves from NMO II to NMO I.

Question:

Which of the following procedures should be executed when the CS back-off Timer is running and operates in CS/PS mode in E-UTRAN?

1. Combined procedures (combined tracking area updating or combined attach)

or:

2. Normal procedures: (normal tracking area updating or  normal attach)
Furthermore, CT1 asks SA2 to update their specifications if necessary.

2. Actions:

To: 3GPP TSG SA WG2 group.

ACTION: CT1 kindly asks SA2 to answer the above question.

3. Date of Next TSG-CT WG1 Meetings:

TSG CT WG1 Meeting #93
17 – 21 August 2015

Vancouver, Canada
TSG CT WG1 Meeting #94
12 – 16 October 2015
             Belgrade, Serbia
