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1. Overall Description:

SA2 would like to notify RAN2 that it has reached a conclusion regarding work on extended connected mode DRX in Rel-13 in SA2, which has been captured in TR 23.770 section 8, which for convenience is also provided below:
“It is concluded that no normative work will be done in the core network for extended connected mode DRX (extended C-DRX) in Rel-13. If extended C-DRX with core network impacts is considered in later releases, the issues and solutions described in this technical report should be used as baseline. Any work in RAN working groups for extended C-DRX in Rel-13 should be aware of the limitations imposed by the core network, and the issues described in clause 4.2. 
For E-UTRAN, extended C-DRX up to 10.24 seconds as planned by RAN2 in Rel-13, can be supported with no core network impacts. RAN design should avoid the UE entering extended C-DRX while a NAS procedure, e.g. attach/TAU procedure, is ongoing.

For UTRAN, it is advised that the maximum C-DRX value should take into account the fact that some NW originated NAS procedures fail after 30 seconds. Therefore, the maximum C-DRX cycle length adopted for Rel-13 should be sufficiently smaller than 30 seconds, and should consider possible delays due to lower layer errors recovery in a way that NW originated NAS procedure failure rate is not affected by introducing extended C-DRX.”

2. Actions:

To GERAN/RAN2 group.

ACTION: 
SA2 asks RAN2 to take the above SA2 conclusion into account if progressing any work related to extended connected mode DRX
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