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* * * * Start of 1st Change * * * *
4.5.1.1.2.3.4
Additional provisioning information for ProSe UE-to-Network Relaying
In addition to the parameters indicated in clauses 4.5.1.1.2.3.2, 4.5.1.1.2.3.3 and 4.5.1.1.2.3.3a, the ProSe-enabled Public Safety UE is provisioned with the following information in support of ProSe UE-to-Network Relay:

1)
Authorisation policy for acting as a ProSe UE-to-Network Relay when the UE is "served by E-UTRAN":

-
Indicates whether the UE is authorised to relay traffic for Remote UEs that are "not served by E-UTRAN"

2)
ProSe Relay Discovery policy/parameters for ProSe UE-to-Network Relay:

-
Includes the parameters that enable the UE to perform ProSe Relay Discovery when provisioned from the DPF in the ME or configured in the UICC:

-
ProSe UE-to-Network Relay Discovery parameters (User Info ID, Relay Service Code(s)) as described in clause 4.5.1.1.2.3.2;

-
The PDN connection parameters (PDN type, APN) to be used for the relayed traffic for each ProSe Relay Service Code;

NOTE 1:
The behaviour of the UE in case of missing PDN connection parameters is the behaviour described in TS 23.401 [5]. E.g. if PDN type is not pre-configured the UE requests PDN type IPv4v6.

-
Includes security related content for ProSe Relay Discovery for each ProSe Relay Service Code.
NOTE 2:
More details on the necessary security aspects will be defined in SA WG3 specifications.
-
Alternatively these parameters can be provided from a 3rd party public safety provider application server (e.g. a GCS AS as in TS 23.468 [26]). If the UE receives data from the AS relating to a Relay Service Code and the UE has previously been provided with data for that Relay Service Code by the DPF then the UE uses the data for that Relay Service Code provided by the AS for ProSe Relay Discovery.
In addition to the parameters indicated in clauses 4.5.1.1.2.3.2, 4.5.1.1.2.3.3 and 4.5.1.1.2.3.3a, the ProSe-enabled Public Safety UE is provisioned with the following information in support of it assuming the role of a Remote UE and thereby enabling the use of a ProSe UE-to-Network Relay:

1)
Authorisation policy for using a ProSe UE-to-Network Relay when the UE is "not served by E-UTRAN":

-
Indicates whether the UE is authorised to use a ProSe UE-to-Network Relay
2)
Policy/parameters for ProSe Relay Discovery and for enabling connection to the ProSe UE-to-Network Relay after discovery is performed as defined in clause 5.3.7:
-
Includes the parameters for ProSe Relay Discovery and for enabling the UE to connect to the ProSe UE-to-Network Relay after discovery when provisioned from the DPF in the ME or configured in the UICC:
-
ProSe UE-to-Network Relay Discovery parameters (User Info ID, Relay Service Code(s) ) as described in clause 4.5.1.1.2.3.2;

-
IP version(s) that can be used for the relay traffic for each ProSe Relay Service Code;

-
Includes security related content for ProSe Relay Discovery for each ProSe Relay Service Code.


NOTE 3:

The "not served by E-UTRAN" cover the cases when the UE is not served by the E-UTRAN cell operating on the carrier frequency provisioned for ProSe Direct Discovery but may be served by the E-UTRAN cell operating on some other carrier frequency.

NOTE 4:
More details on the necessary security aspects will be defined in SA WG3 specifications.
-
Alternatively these parameters can be provided from a 3rd party public safety provider application server (e.g. a GCS AS as in TS 23.468 [26]). If the UE receives data from the AS relating to a Relay Service Code and the UE has previously been provided with data for that Relay Service Code by the DPF then the UE uses the data for that Relay Service Code provided by the AS for the use of a ProSe UE-to-Network Relay.
* * * * End of Changes * * * *
