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1. Overall Description:

SA2 would like to thank RAN2 for their LS (R2-153886) on inter-PLMN sidelink discovery transmission.
SA2 has discussed all the RAN2 conclusions (5 bullets) in the LS and updated SA2 spec accordingly from network perspective. To further align with RAN2’s decision if any, SA2 has a question for RAN2---in which use cases inter-PLMN sidelink discovery transmission can be applied to, because SA2 in not clear what the original requirement comes from.
SA2 sincerely ask RAN2 to answer the following question:

Q1: What use cases can be applied to use inter-PLMN sidelink discovery transmission? E.g. Public Safety or non-Public Safety or both?
Besides, SA2 sincerely ask SA5 WG to consider the attached paper and take into account the following issue.

In SA2 specs, there are descriptions to indicate when in-coverage UE uses radio resource of a specific PLMN, the ProSe Function of that PLMN shall be aware of the UE’s behaviour for charging purpose. Therefore, SA2 sincerely ask SA5 to check whether there is a requirement for the network entity to be aware that the UE uses the inter-PLMN sidelink discovery transmission.
2. Actions:

To TSG RAN2 and SA5 groups.

ACTION: 
SA2 sincerely asks RAN2 to reply the above questions and ask SA5 to take into account of the issue listed above in future work.
3. Date of Next SA WG2 Meetings:

TSG-SA WG2 Meeting #112
17-21 November, 2015

Anaheim, US
TSG-SA WG2 Meeting #113
25-29 January, 2016                 North America
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