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Abstract of the contribution: Number Translation for local numbers of the VPLMN can be realized via ENUM. A Note describing this possibility should be added.
Proposal
It is proposed to modify the description for solution #2 in TR 23.749 as follows::

***************** Start of changes **********************
[bookmark: _Toc433903916][bookmark: _Toc433905207][bookmark: _Toc307774054]6.2.1	Description
This is a solution for: 
-	Key Issue 4 - Local Number Translation and Routing
The P-CSCF will follow the procedure as described in 23.228 and forward the request to the S-CSCF, which will forward the request further to an AS to resolve the local number and translates it into a global format in the AS. 
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Figure 6.2.1-1: Detection of Local Numbers
1. The UE registers to IMS.
2. The UE sends a SIP INVITE with a local short number of the VPLMN. 
3. The P-CSCF detects the local number in the Request URI and forwards it to the S-CSCF.
4. According to the procedure in TS 23.228 [8], clause 4.2.2, the S-CSCF routes the request to the AS
5. The AS may need to identify the visited access network, e.g. from information in SIP signalling or via the Sh interface. If more detailed location information is required, the AS may subscribe to location information reporting to the PCRF/PGW, i.e. using the existing Netloc procedures. 
NOTE: 	Based on the required granularity, Netloc should provide the appropriate level of information.
6. The AS translates the local number into a globally routable format.
NOTE: The translation of the local number is implementation specific. One possible solution for translation of local numbers can be  that the AS performs a query to ENUM server in VPLMN;; the response should contain a routable number. For number translations where e.g. the location of the UE, the local time, or other conditions need to be considered other mechanisms for number translations may apply.
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