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Start of changes
5.3.1
UE-initiated Detach procedure
The UE-initiated Detach procedure for the CS fallback and SMS over SGs in EPS is realized based on the MS-Initiated Detach Procedure specified in TS 23.060 [3].
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Figure 5.3.1-1: UE-initiated Detach Procedure

1)
The UE initiates the detach procedure by the transmission of a Detach Request (parameters as specified in TS 23.401 [2], Detach Type) message to the MME. Detach Type indicates which type of detach is to be performed, i.e., IMSI Detach only, EPS Detach only or combined EPS and IMSI Detach.

2)
The UE-initiated Detach procedure for E-UTRAN is continued as specified in TS 23.401 [2].

3a)
If the detach type indicates "IMSI Detach only" or "combined EPS and IMSI Detach", the MME sends an IMSI Detach Indication (IMSI) message to the MSC/VLR.

3b)
If the detach type indicates "EPS Detach only", the MME sends an EPS Detach Indication (IMSI) message to the MSC/VLR.

4)
The MSC/VLR removes the association with the MME.

5)
The MME sends a Detach Accept message to the UE as specified in TS 23.401 [2]. When the UE receives the Detach Accept message and the Detach Type indicated "EPS Detach only" in step 1, the UE disables E-UTRAN, selects an appropriate GERAN or UTRAN cell.

6)
The UE-initiated Detach procedure for E-UTRAN is completed with step 12 as specified in TS 23.401 [2].

Next change

5.3.2
MME-initiated Detach procedure
The MME-initiated detach procedure for the CS fallback and SMS over SGs in EPS is realized based on the SGSN-Initiated Detach Procedure specified in TS 23.060 [3].
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Figure 5.3.2-1: MME-initiated Detach Procedure

1)
The MME-initiated Detach procedure is performed as specified in TS 23.401 [2].

2a)
If EPS service is not allowed for the UE the MME sends an EPS Detach Indication (IMSI detach from EPS service) message to the MSC/VLR.

2b)
If the UE is required to be IMSI detached, the MME sends an IMSI Detach Indication (IMSI) message to the MSC/VLR.

3)
The MSC/VLR removes the association with the MME.

4)
The MME-initiated Detach procedure is completed with step 11 to step 12 as specified in TS 23.401 [2].

5)
If ISR is activated in SGSN and the UE is EMM combined procedures capable, when SGSN receives Detach Indication message sent from MME with "Detach Type" IE that indicates "Local Detach" or Delete Bearer Request message from SGW for last PDP Context, then the SGSN shall send Detach Request (IMSI Detach) to the UE. The SGSN turns on "EMM Combined UE Waiting Flag". When SGSN may have the capability to use this flag and how the SGSN uses this flag is described in clause 5.5.

End of changes
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4. Step 11 to step14 of MME-initiated detach as specified in TS 23.401
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4. Remove SGs association
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6. Step 12 of the UE-initiated Detach procedure for E-UTRAN 
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4. Step 11 to step 12 of MME-initiated detach as specified in TS 23.401







1. Step 1 to step 10 of MME-initiated detach as specified in TS 23.401
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2. Step 2 to step 10 of the UE-initiated Detach procedure for E-UTRAN 



    as specified in TS 23.401
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6. Step 12 to step 14 of the UE-initiated Detach procedure for E-UTRAN 
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