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	Consequences if not approved:
	The MT paging for emergency bearer services might be delayed if the UE and the network will use the negotiated eDRX value.

	
	

	Clauses affected:
	5.13a

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*****  First Change  *****
5.13a
Extended Idle mode Discontinuous Reception (DRX)

A UE and the core network may negotiate the use of extended idle mode DRX as described in TS 23.682 [74]. If the UE decides to request for extended idle mode DRX, the UE includes an extended idle mode DRX parameters information element in the attach request and/or TAU request message. The UE may also include the UE specific DRX parameters for regular idle mode DRX according to clause 5.13.

The MME decides whether to accept or reject the UE request for enabling extended idle mode DRX as described in TS 23.682 [74]. In case the MME accepts the extended idle mode DRX, the MME based on operator policies may also provide different values of the extended idle mode DRX parameters than what was requested by the UE. If the MME accepts the use of extended idle mode DRX, the UE shall apply extended idle mode DRX based on the received extended idle mode DRX parameters. If the UE does not receive the extended idle mode DRX parameters information element in the relevant accept message because the SGSN/MME rejected its request or because the request was received by SGSN/MME not supporting extended idle mode DRX, the UE shall apply its regular discontinuous reception as defined in clause 5.13.
When the UE has bearers for emergency bearer services, the UE shall not request for extended idle mode DRX. And if the bearers for emergency bearer services are established after the negotiation of extended idle mode DRX, the UE and the network should not use the extended idle mode DRX. When the bearers for emergency bearer services are released, the UE and the network can reuse the negotiated extended idle mode DRX parameters or negotiate new parameters.
The UE shall include the extended idle mode DRX parameters information element in each TAU message if it still wants to use extended idle mode DRX. At MME to MME, MME to SGSN and SGSN to MME mobility, the extended idle mode DRX parameters are not sent from the old CN node to the new CN node as part of the MM context information.
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