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1. Overall Description:

CT4 is working on the stage 3 impacts on MONTE.
CT4 has identified some points that need clarification from Stage 2 perspective:
Question 1: If reporting is stopped due to roaming into an MME/SGSN which does not support the active monitoring event, should the HSS Inform the SCEF about the stop of Monitoring and continuation when the UE roams back into an MME/SGSN which supports the active events.
Question 2: Should there be a subscription parameter per monitoring event for each subscriber at the HSS, especially considering for events like location information, subscriber’s consent is required to expose towards 3rd party application in order to protect privacy?
CT4 would like to provide the following information to SA2:

A) CT4 has agreed to structure the messages in a way that several configuration events can be signalled in one message. For each monitoring event configuration an SCEF ID and SCEF reference ID is assigned. The response is structured to be able to report for each event separately within one message.

B) CT4 also discussed the use of Notification Request command to inform the HSS of the remaining reports to be delivered when the Subscriber detaches. Concerns were raised that sending a Notification Request to the HSS at every UE detach may cause unnecessary signalling to the HSS. CT4 is investigating the following alternate approaches instead:

1) If the remaining number of reports could be conveyed using the Purge Request and the Cancel Location Answer messages to the HSS as part of existing signalling. i.e. Purge Request in case the MME/SGSN purges the UE before the UE attaches to another MME/SGSN and Cancel Location Answer from the old MME/SGSN in case the UE attaches to another MME/SGSN before purge.(or)

2) There is no need to inform the remaining number of reports to the HSS upon UE detach as the SCEF anyways tracks the remaining number of reports and upon reaching the maximum number of reports the SCEF deletes the monitoring event configuration at the HSS as specified in 3GPP TS 23.682 sub-clause 5.6.3.1 step 3,

When the maximum number of reports is reached for a Continuous Monitoring Request or in case of an One-time Monitoring Request, the SCEF requests the HSS (for monitoring events configured via HSS) or MME(s)/SGSN(s) (for monitoring events configured directly with the MME/SGSN) to delete the related monitoring event configuration and deletes also its associated Monitoring Event configuration.
CT4 intends to keep SA2 informed once a conclusion is reached on this.

C) CT4 is still analysing the issue whether there is a need to acknowledge the Insert Subscriber Data message to HSS (with ISD Ack) before interacting with the IWK-SCEF.
CT4 intends to keep SA2 informed once a conclusion is reached on this.

D) For location information reporting CT4 has introduced the Presence-Reporting-Area-Identifier to report the current Presence-Reporting-Area as an additional level of accuracy. However this does not allow the reporting of events of users entering and leaving a certain PRA. 
2. Actions:

To SA2 group.

ACTION: 
CT4 kindly asks SA2 group to provide feedback on the questions and information listed above.
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