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Abstract of the contribution: This contribution considers the complementary solution for key issue #2 - Handling of non UE detectable Emergency Session
Discussion
This contribution considers the complementary solution for key issue #2 - Handling of non UE detectable Emergency Session
5.2
Key Issue 2 - Handling of non UE detectable Emergency Session

5.2.1
Description

The key issue is how the PCSCF in the HPLMN is able to detect and handle non-UE detectable Emergency session from a UE in a visited PLMN.
In order to avoid non UE detectable Emergency as much as possible, we would like to consider sending a local emergency numbers list via NAS message as a mandatory feature in case of the initial attach of S8 Home Routed roaming. 

The followings are extracted from TS 24.301. 
5.3.7
Handling of the Local Emergency Numbers List

……………….

The network may send a Local Emergency Numbers List in the ATTACH ACCEPT or in the TRACKING AREA UPDATE ACCEPT messages, by including the Emergency Number List IE. The user equipment shall store the Local Emergency Numbers List, as provided by the network. The Local Emergency Numbers List stored in the user equipment shall be replaced on each receipt of the Emergency Number List IE.

Regarding TAU accept, we don’t need to consider it as mandatory feature, if we assume the same local emergency numbers can be used in the near country or area even if inter-PLMN change case.
Proposal
It is proposed to include the following solution in TR 23.749. 
* * * * Start of 1st Change * * * *
All text below is NEW in TR 23.749
6.x
Solution #x: Local Emergency Numbers List over NAS
6.x.1
Description

This solution is related to Key Issue #2 - Handling of non UE detectable Emergency Session, and it is used in order to reduce handing non UE detectable Emergency Session as much as possible.
During the initial attach, if the MME which is configured with operator’s policy determines the S8 Home routed roaming case based on the roaming agreement and the UE’s subscription, the MME shall send NAS message including a Local Emergency Numbers List to the UE.
It would be helpful that the UE detects the local emergency call number and make the emergency PDN in VPLMN.

NOTE: 
TAU Accept message may include it depending on the operator’s policy or pre-configuration.
6.x.2
Impacts on existing nodes and functionality
MME must be configured to send NAS message including a Local Emergency Numbers List to the UE.
6.x.3
Solution Evaluation

This solution only works if the operator’s policy allows the MME to send NAS message including a Local Emergency Numbers List to the UE.
Not all emergency numbers may be able to be provided to the UE, due to size limitation of the Local Emergency Numbers List. Hence, this solution can only work for some PLMNs which have limited set of emergency numbers.
* * * * End of Changes * * * *
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