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1
Overall description
SA2 has discussed the delivery of NAS data over S1-MME (former solution 2 TR 23.720) and the potential impacts of mixing NAS Data PDUs and NAS signalling PDUs on the same Signalling Radio Bearer at extreme coverage.
SA2 has updated their CRs such that
-  
any NAS security procedures initiated at S1 connection establishment should be concluded before the MME sends downlink data, and, before the MME informs other nodes (HSS, MSC, SGW) of the UE’s availability. 
-  
no SA2 specification is provided for prioritisation on the uplink: CT 1 are invited to consider whether they need any SA2 work in this area. 
SA2 believe that this should resolve the potential issues identified by some companies.

To assist the MME in its NAS signalling message retransmission strategies, SA2 believe that the eNB could provide the UE’s coverage level to the MME during every S1 connection establishment (this is in similar to the existing paging-related provision of the UE’s coverage level at S1 connection release). This is documented in some SA2 CRs, although, as yet, not all procedures in TS 23.401 have been aligned to document this. 
2
Actions
To RAN 3, RAN 2, CT 1 and SA 3
ACTION: 
SA 2 asks RAN 3, RAN 2, SA 3 and CT 1 to take the above information into account.
3
Dates of next SA 2 meetings
	3GPPSA2#114 
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	11 - 15 Apr 2016    
	Sophia Antipolis 
	FR 

	

	


 HYPERLINK "https://portal.etsi.org/webapp/MeetingCalendar/MeetingDetails.asp?m_id=31866" 
3GPPSA2#115
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	CN  
	


