
SA WG2 Meeting #S2-113
S2-160025

25 - 29 January 2016, Frigate Bay, Saint Kitts and Nevis, KN

3GPP TSG CT WG 1 Meeting 95
C1-154645
Anaheim (CA), USA, 16-20 November 2015
Title:
LS on NBIFOM procedure in SCM and RAN rules handling parameter
Response to:

Release:
Release 13
Work Item:
NBIFOM-CT
Source:
3GPP TSG CT WG1
To:
3GPP TSG SA WG2
Cc:
3GPP TSG CT WG3, 3GPP TSG CT WG4
Contact person:
Zhou Xingyue (Joy)

zhou.xingyue@zte.com.cn
Attachments:

1
Overall description
According to the description in subclause 6.2.3.1 of TS 23.161, default access can be transported between the UE and the network via EAP procedures when adding addition of trusted WLAN using SCM. This implies that 3GPP AAA server should be able to convey the default access between UE and TWAG. However, if the 3GPP AAA server does not support NBIFOM, the 3GPP AAA server may drop the default access receiving from the UE and the TWAN.
Q1: Based above, if the 3GPP AAA server does not support NBIFOM, how do the UE and the network achieve to determine the default access?
In addition, TS 23.161 specifies that network may provide RAN rules handling parameter to the UE when network-initiated mode is selected. However, it is not clear what procedures are used to provide this RAN rules handling parameter to the UE.
Q2: In what procedures will the network provide the RAN rules handling parameter to the UE?

2
Actions
To SA2 group:
ACTION: 
CT1 kindly asks SA2 to take the issues and questions above into consideration.
3
Dates of next TSG CT WG1 meetings
TSG CT WG1 Meeting 95bis
11-15 January 2016
US, Nashville, TN
TSG CT WG1 Meeting 96
15-19 February 2016
Jeju Island, Korea


