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********* Start of Changes ********

4.6.4.10
Identifiers for Relay Discovery Additional Information

The following parameters may be used in the Relay Discovery Additional Information message:

-
Relay Service Code: the Relay Service Code associated with the message. 
NOTE:
The Relay Service Code is used to help identify the security parameters needed by the receiving UE to process the discovery message.

-
ProSe Relay UE ID: link layer identifier that is used for direct communication and is associated with a Relay Service Code.

-
Announcer info: provides information about the announcing user.

-
TMGI: indicates the MBMS the ProSe UE-to-Network Relay is relaying.

-
ProSe Layer-2 Group ID: link layer identifier of the group that transmits the MBMS traffic corresponding to the TMGI.

-
ECGI: indicates the ECGI of the serving cell of the ProSe UE-to-Network Relay.

A single Relay Discovery Additional Information message may carry:

-
the ECGI that the ProSe UE-to-Network Relay is camped on or;

-
one or more advertised TMGIs and their corresponding ProSe Layer-2 Group IDs up to the maximum allowed message size or;

 -
the ECGI that the ProSe UE-to-Network Relay is camped on, and one or more advertised TMGIs and their corresponding ProSe Layer-2 Group IDs up to the maximum allowed message size.

********* End of Changes ********

