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Abstract of the contribution: It proposes re-using the existing mechanism in the 23.292 for the key issue 4 - Outbound Roamers to non-Enhanced Networks
1. Discussion
In the key issue 4, it said “From the perspective of a VPLMN not supporting SeDoC the SeDoC enhanced network shall appear as a non-enhanced HPLMN.” 

In the key issue 1, it said 

“
· “Service profile for all users shall be in the IMS domain only.

· Service logic execution for all users shall be in the IMS domain only.

”
So this proposal suggests using the existing mechanism in the 23.292.
When the visiting network is enhanced for ICS, the Registration procedure shall follow the procedure specified in 23.292 sub-clause 7.2.1. The MO shall follow the procedure specified in 23.292 sub-clause 7.3.2.1.2. The MT shall follow the procedure specified in 23.292 sub-clause 7.4.2.1.2. The Supplementary service invocation shall follow the procedure specified in 23.292 sub-clause 7.6.2.

When the visiting network is legacy CS network, the legacy MSC/VLR in the VPLMN will make the CS registration to the HLR. The MO shall follow the procedure specified in 23.292 sub-clause 7.3.2.1.3. The MT shall follow the procedure specified in 23.292 sub-clause 7.4.2.1.3. The Supplementary service invocation shall follow the procedure specified in 23.292 sub-clause 7.6.3.

2. Proposal
It is proposed to add the following text in the TR23.719
*************************************************Start of Change******************************************************

6.X
Solution X: re-using the existing mechanism for key issue 4 - Outbound Roamers to non-SeDoC Networks
6.X.1
Description

For the outbound roamer to non-SeDoC network, the solution in the 23.292 is applied.

When the visiting network is enhanced for ICS, the Registration procedure shall follow the procedure specified in 23.292 sub-clause 7.2.1. The MO shall follow the procedure specified in 23.292 sub-clause 7.3.2.1.2. The MT shall follow the procedure specified in 23.292 sub-clause 7.4.2.1.2. The Supplementary service invocation shall follow the procedure specified in 23.292 sub-clause 7.6.2.
Editor's Note: It is FFS whether the scenario when the UE roaming to ICS network needs to be addressed.
When the visiting network is legacy CS network, the legacy MSC/VLR in the VPLMN will make the CS registration to the HLR. The MO shall follow the procedure specified in 23.292 sub-clause 7.3.2.1.3. The MT shall follow the procedure specified in 23.292 sub-clause 7.4.2.1.3. The Supplementary service invocation shall follow the procedure specified in 23.292 sub-clause 7.6.3.
6.X.2
Impacts on existing nodes and functionality
The HSS shall have MAP interface with MSC in the VPLMN, and maintain CS authentication data.
6.X.3
Solution Evaluation
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