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1. Overall Description:

CT3 is working on the definition of NBIFOM mode on Gx interface and has some questions about the following definition in TS 23.161: 

5.4.4
Mode Selection

When an NBIFOM-capable UE supports ANDSF and has an ISRP rule valid in the registered PLMN then:

-
If the ISRP rule includes at least one "ISRP for IFOM" rule (irrespectively of its validity), the UE requests UE-initiated mode and the network selects UE-initiated mode.
-
Otherwise, the UE requests Network-initiated mode and the network selects Network-initiated mode.
When an NBIFOM-capable UE does not support ANDSF or supports ANDSF but does not have an ISRP rule valid in the registered PLMN then:

-
The UE requests Network-initiated mode and the network selects Network-initiated mode.
Q1: Based on the above SA2 definition, is it the intention to prevent the network from changing the NBIFOM mode requested by the UE side?

Q2: If the answer to “Q1” is “YES”, then could you explain the reasons for such limitation? 

In CT3’s point of view, the PCRF shall decide which NBIFOM mode applies to the IP-CAN session. One reason is to fix the incorrect NBIFOM mode requested by the UE, because the UE is untrusted and the request may be wrong because of accidental or intentional mistake implemented in the UE side. Another reason is, in roaming case, when the UE receives the valid V-ISRP rule including at least one “"ISRP for IFOM" from the V-ANDSF Server, then based on the SA2 definition, the UE requests UE-initated mode. However, if the HPLMN has not deployed the ANDSF Server and wants all the UE to perform the NBIFOM according to the routing rule received from H-PCRF, then it’s better for the H-PCRF to decide the NBIFOM mode, e.g. changing the NBIFOM mode from UE-initated mode to Network-initiated mode. 
2. Actions:

To SA2 group.

ACTION: 
CT3 kindly asks SA2 to answers above questions, and take CT3’s recommendation into account.
3. Date of Next CT3 Meetings:

CT3 Meeting #84
15th – 19th Februrary 2016
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