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1. Overall Description:

At GERAN#65, a new work item on “RAN aspects for improvements to CS/PS coordination in GERAN Shared Networks” was approved with the objective to enhance GERAN stage 3 specifications according to the CS/PS coordination improvements as specified in stage 2 TS 23.251.
GERAN WG2 would like to inform SA WG2 that GERAN WG2 has agreed on stage 3 CRs to TS 48.008 and TS 48.018 (see attachments) with the following observations/remarks;
As part of the enhanced CS/PS coordination feature specified in TS 23.251, the CN may provide the BSS with new information during the Rerouting procedure, namely an Attach Indicator, old LAI/RAI and CS/PS NRI. As to GERAN WG2 understanding, the intention with the CS/PS NRI information is to provide the BSS with the CS/PS NRI as used in the old LAI/RAI indicated by the MS in the Attach/RAU/LAU Request message. In order for the CN to provide the BSS with this information, a LAI/RAI-NRI list needs to be kept within each CN node (MSCs and SGSNs) in the shared network.
Given the above is correctly understood, GERAN WG2 would assume following drawbacks with this solution:

· Each CN operator will not just have to configure a list of LAI/RAI-NRIs of their own dedicated network but also the LAI/RAI-NRIs used by all other CN operators sharing the network.
· The LAI/RAI-NRI list needs to be configured and maintained in all CN nodes (MSCs and SGSNs) in the shared network configuration.

For the above reasons, GERAN WG2 would like to propose an alternative solution in which the knowledge of LAI/RAI-NRI for the CN operators in the shared network (and their dedicated networks) is kept within the BSS, i.e. with this solution there is no need to include the CS/PS NRI information in the Reroute Command/DL-UNITDATA messages sent over the A/Gb-interface.
GERAN WG2 would therefore kindly ask TSG SA2 to comment on the agreed GERAN solution and if acceptable, update their stage 2 specification.

Please note that TSG GERAN will await response from TSG SA2 before approving the attached stage 3 CRs.
2. Actions:

To SA WG2.

ACTION: GERAN WG2 kindly asks SA WG2 to comment on the GERAN agreed CS/PS coordination solution and if found acceptable, update TS 23.251. 
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