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1. Overall Description:

SA2 further discussed the co-existence of ANDSF and RCLWI, LWA and LWIP. 
SA2 has identified that the current RCLWI solution may result in frequent switching between rules controlling the use of WLANs (i.e. between the RCLWI and ANDSF when ANDSF is used), since RCLWI traffic steering indication is only valid when the UE is in LTE Connected mode. A possible scenario when this problem can occur is that a UE moves all traffic due to RCLWI traffic steering indication to WLAN and thus then UE moves to LTE Idle mode. From this point the UE cannot follow RCLWI traffic steering and applies some other traffic steering rules, e.g. ANDSF rules. These rules may result in moving a part of the traffic back to LTE, and from this point the UE should start again using RCLWI traffic steering rules. 
SA2 has also found that, since in case of LWA/LWIP the RAN-provided information is only applicable in LTE Connected mode, in certain scenarios the UE may end up not using LWA/LWIP at all. As an example, if upon entering LTE Idle mode the UE applies e.g. ANDSF policies that move all traffic to WLAN, the UE will not have the need to switch to LTE Connected mode and therefore would not use LWA/LWIP.
These issues are more general than co-existence between RAN provided information and ANDSF rules as the problems described above can occur when the UE has no valid ANDSF rule (e.g. when UE follows some proprietary traffic steering when no RAN provided information is available). 

SA2 have developed a solution for diminishing the frequency with which these problems can occur for the case of managing coexistence between ANDSF and LWA/LWIP/RCLWI as described in the attached CR. SA2 would like to ask RAN2 to take the above scenarios into consideration during their specification work.
2. Actions:

To RAN WG2
ACTION: 
SA2 kindly asks RAN2 to take the above into considerations.
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