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1. Overall Description:

SA WG2 thanks SA WG6 for their LS on potential need of PCC enhancements for MCPTT.  

Specifically, SA WG6 has identified an issue in how to control the number of EPS bearers used in parallel for MCPTT media given that the maximum number of radio bearers (UM DRB) is three according to TS 36.331, Annex B. There is therefore a risk that a bearer establishment request will be rejected if the maximum number of active bearers is exceeded.  Subsequent to the SA WG6 LS to SA WG2, SA WG6 specified an MCPTT application architecture solution to handle this issue that is included in TS 23.179 v.13.0.0 sub-clause 5.2.9.3 and the corresponding information flow in sub-clause 10.11.5.2.  SA WG2 understands that this MCPTT application architecture solution addresses the use case provided in the SA WG6 LS, “If an MCPTT group call is modified to an MCPTT emergency call a bearer modification request to adjust the priority shall never be rejected due to that the maximum number of bearers has been reached”.

SA WG2 has agreed that from the perspective of current PCC support there is a risk that a bearer establishment request will be rejected if the maximum number of active bearers is exceeded.

SA WG2 is still discussing the specification of a solution for the needed PCC support and will work under the MCPTT application architecture requirements noted in the sub-clauses defined above. SA WG2 will inform SA WG6 on the progress in this regard. 

SA WG2 asks SA WG6 to provide any use cases that may need to be taken into account to devise a solution from the PCC perspective consistent with the relevant MCPTT application architecture solution specified in 23.179 to avoid the risk that a bearer establishment request will be rejected if the maximum number of active bearers is exceeded. 

2. Actions:

To SA6.

ACTION: 
SA2 kindly asks SA6 to take the comments given above into consideration.
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