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- the DNS server isn’t upgraded to indicate the ePDG selection policy;

- the DNS server is located in a different country;

- the DNS server’s operator doesn’t answer to the country’s regulator;

- the DNS server is incorrectly configured;

the UE may not get service, however the UE may have performed access authentication over WLAN (as specified in e.g. 4.8.2b, 3GPP-based access authentication) with a PLMN A in the same country it is in, preferably selects an ePDG of that PLMN A.
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	Consequences if not approved:
	A UE configured to select PLMN A when using WLAN, may not select an ePDG at that PLMN. 

In cases where:

- the DNS server isn’t upgraded to indicate the ePDG selection policy;

- the DNS server is located in a different country;

- the DNS server’s operator doesn’t answer to the country’s regulator;
- the DNS server is incorrectly configured;

the UE may not get service.
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************ Start of change **********
4.5.4.4
UE ePDG Selection Procedure

The UE shall perform ePDG selection by executing the steps below. Unless otherwise specified, when the UE attempts to select an ePDG, the UE shall construct an FQDN for this ePDG as specified in clause 4.5.4.2 and shall use the DNS server function to obtain the IP address(es) of this ePDG.:

1)
The UE shall determine the country it is located in. This is determined by implementation-specific methods not defined in this specification.

2)
If the UE determines to be located in its home country, then:

a)
The UE shall select an ePDG in the HPLMN. If the ePDG selection information contains the HPLMN, the UE shall construct an FQDN as specified in clause 4.5.4.2. If the ePDG selection information does not contain the HPLMN and the UE is configured with the ePDG identifier defined in bullet 1) of clause 4.5.4.3, then the UE shall either use the configured FQDN and use the DNS server function to obtain the IP address(es) of the ePDG(s) in the HPLMN, or the UE shall use the configured IP address. Otherwise, the UE shall construct an Operator Identifier FQDN and shall use the DNS server function to obtain the IP address(es) of the ePDG(s) in the HPLMN.

b)
If the UE cannot select an ePDG in the HPLMN, then the UE shall stop the ePDG selection.

3)
If the UE determines to be located in a country other than its home country (called the visited country), then:

a)
If the UE is registered via 3GPP access to a PLMN and this PLMN matches an entry in the ePDG selection information, then the UE shall select an ePDG in this PLMN.

b)
If the UE is not registered via 3GPP access, the UE has performed access authentication with a PLMN via WLAN, the PLMN's MCC matches an MCC of the country the UE is located in, and this PLMN matches an entry in the ePDG selection information, then the UE shall select an ePDG in this PLMN.
c)
In all other cases, (e.g. when the UE is not configured with the ePDG selection information, or the UE is registered via 3GPP access to a PLMN but this PLMN does not match an entry in the ePDG selection information, the WLAN access authenticated PLMN's MCC does not match an MCC of the country the UE is located in, or the UE is not registered via 3GPP access to any PLMN), the UE shall select an ePDG by performing the DNS procedure specified in clause 4.5.4.5.

