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Abstract of the contribution:

This contribution proposes a solution for local V2X server Discovery.
1. Introduction

See S2-16xxx local V2X server Discovery key issue for background.
2. Proposal

*** changes to TR 23.785 ***
*** first change ***
6.x
Solution #x: V2X server discovery
6.x.1
Functional Description

eNb can broadcast the local V2X server information (e.g., FQDN of the server) via system information or, if MBMS is used for V2X service, via SIB 13, via multicast control channel (e.g. MCCH or SC-MCCH), or via multicast traffic channel (similar to MBMS service announcement). 

Once UE receives the local V2X server information from the network, it can register to V2X server via VC1 and receives the necessary information (e.g, USD) to receive the V2X message via eMBMS.

6.x.2
Procedures
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Figure 6.x.2-1: Local V2X server discovery

1. 
UE attaches to the network if it has not done so.

2.
UE receives information from eNb (e.g. in SIB) on how to reach V2X server. This information can be e.g., FQDN of the server address.

Note: If UE is in limited service state under LTE (or roaming restriction), it may still be able to reach the V2X server via GPRS/3G or WiFi to get the USD info in order to receive the MBMS broadcast.

3.
Based on the information received from step 2, UE requests V2X service over application signalling (VC1) interface. Local service info may include UE location, application identity, or any other info (TBD) that server needs to obtain in order to allow the UE to access the V2X service in that region. 

4.
V2X server responds with information (e.g, USD and other info (TBD)) to allow UE to receive V2X message over eMBMS.

6.2.3
Impact on existing entities and interfaces
Editor's Note: Impacts on existing nodes or functionality will be added.
6.2.4
Conclusions

Editor's Note: Conclusions will be collected for this particular functionality.
*** end of change ***
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