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Abstract of the contribution: This contribution proposes to add a solution for Usage of APN for PDU sessions
Introduction

Proposal
[bookmark: _GoBack]It is proposed to add the following solution description to the TR 23.799 “Study on Architecture for Next Generation System”.
[bookmark: _Toc399511925][bookmark: _Toc324232210][bookmark: _Toc326248701][bookmark: _Toc399743733][bookmark: _Toc248905717]* * * Start of changes * * * *

[bookmark: _Toc434312259]6.4.x	Solution X for Reusing the APN concept
[bookmark: _Toc434312260]6.4.x.1	Solution Overview
This is solution for Key Issue 4: Session management
As in currently deployed mobile networks subscription related data (in the subscriber Data base, in QoS and charging related subscription, in CDR,…) handle the APN as a key connectivity parameter, the 5G Core still needs to consider the notion of APN.
The APN is one of the key parameters associated with a PDU session. The Session management signalling allows the UE to request the set-up of a PDU session towards a specific APN or to let the network pick the default APN for the slice being used by the UE for its session management request.
The APN may be used to configure parameters related with the PDU session like:
· The DN connectivity services to apply at MG-Gi
· The choice (location) of the User plane anchor for the PDU sessions 
· QoS policies may use APN as an input
· The policies related with the choice of the access network to use to carry data of the PDU session. 
· Etc…

6.x.2	call flows
Editor’s Note:	 FFS



* * * End of Changes * * * 
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