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Abstract of the contribution: Proposes to Align reference point labels for the architecture.

1
Discussion

After the email approval of CRs that proposed varying reference point labels for Next Gen architecture, it was suggested that we should have a single P-CR to align the reference point labels for the Next Gen architecture in the TR 23.799. This P-CR proposes to do that.

2
Proposal

It is proposed to agree the modified text (below) for inclusion in TR 23.799.

####################### START TEXT FOR TR 23.799 ##########################

4.2.1
Initial High level architectural view

This clause shows the high level architecture that can be used as a reference model for this study. Figure 4.2.1-1 shows the NextGen UE, NextGen RAN, NextGen Core and their reference points.
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Figure 4.2.1-1: Initial High level architecture view for NextGen RAN

Editor's note:
If, and possibly how, the NextGen UE interfaces with the NextGen Core is FFS.

Editor's note:
High level architecture view for non-3GPP access is FFS.

4.2.2
Reference points

NG2:
Reference point for the control plane between NextGen RAN and NextGen Core.

NG3:
Reference point for the user plane between NextGen RAN and NextGen Core.

NG1:
Reference point for the control plane between NextGen UE and NextGen Core.

NG6:
It is the reference point between the NextGen Core and the data network. Data network may be an operator external public or private data network or an intra-operator data network, e.g. for provision of IMS services. This reference point corresponds to SGi for 3GPP accesses.

*******************End Change *******************
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