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Abstract of the contribution: This paper briefly analyses the feedback received from CT4 on the retrieval of the S1-U SGW F-TEID and proposes not to change the Establishment of S1-U bearer during Data Transport in Control Plane CIoT EPS optimisation procedure.
1. Discussion and proposal
In the last SA2#116 meeting, the issue of retrieving the S1-U SGW F-TEID during the Data Transport in Control Plane CIoT EPS optimisation procedure was raised in [1]. The issue originated from the fact that S1-U and S11-U SGW F-TEIDs might differ and four different solutions were proposed in [1]. 

SA2#116 before proceeding agreed to ask CT4’s feedback on this issue. In particular it was asked [2] whether they were fine with changing their specifications and mandate that S1-U and S11-U SGW F-TEIDs are the same.

CT4 discussed this issue in CT4#74 and agreed [4, 5] to change TS 29.274 to require that S1-U and S11-U SGW TEIDs are the same. CT4 replied to SA2 in [3]. With the agreed changes in CT4, Note 1 in subclause 7.2.8 (Modify Bearer Response) of TS 29.274 now reads:
“NOTE 1: 
The SGW shall use the same F-TEID IP address and TEID values for S1-U, S11-U, S4-U and S12 interfaces. […]”
As previously explained in [1], with this change in TS 29.274, the Establishment of S1-U bearer during Data Transport in Control Plane CIoT EPS optimisation procedure described in TS 23.401 works as is. More in detail, the S1-U SGW F-TEID is implicitly retrieved with the Modify Bearer Response message of the Mobile Originated and of the Mobile Terminated Data Transport in Control Plane CIoT EPS optimisation with P-GW connectivity (see in TS 23.401 Step 7 of subclause 5.3.4B.2 and Step 10 of 5.3.4B.3, respectively).
For the reasons above, we propose to note the LS from CT4 [3] and not to apply any change vs. TS 23.401.
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