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Abstract of the contribution: This document proposes an evaluation criteria for solution of key issue 1 (support of network slice). Based on this evaluation criteria, we expect that each solution will be updated in SA2 117, and the normative solution shall be selected in SA2 118.
Proposal
The following solution is proposed to be updated to TR 23.799.
Items 1 and 2 evaluate how much signaling overhead the solution gives on the RAN and CN, compared to the cases where NextGen Core does not support network slicing. The NextGen Core shall minimize the signaling overhead, even if it supports the network slicing. 
Item 3 is agreed as interim agreement described in Section 8.2 (Interim Agreements on network slicing solution aspects) in TR 23.799. 
Items 4, 5, and 6 reflect SA1 requirement described in TR 22.864. 

***** Start of Change *****
[bookmark: _Toc456901279][bookmark: _Toc456903027][bookmark: _Toc456903604][bookmark: _Toc458112360]6.1.x	 Solution Evaluation Criteria
All the solutions for Key Issue 1 (support of network slice) shall be evaluated based on the following criteria.
1. Impacts on RAN
This means how much signaling overhead impacting the RAN. 
2. Impacts on CN
This means how much signaling overhead impacting the CN.
3. Ability for UEs to access to multiple network slices simultaneously
4. Flexibility to support different types of services and multi-tenancy 
If architecture can be used to support very diverse types of services hosted by operators as well services for enterprises, and 3rd parties.
5. Ability to support roaming scenarios as per Network Slicing Roaming requirements defined in TR 22.864 [7]
6. Ability to allow network and UE to modify/update/reselect the set of selected NSI that provide service to the UE
***** End of Change *****
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