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Abstract of the contribution: This paper proposes to add a clause about V2X message reception via MBMS into TS 23.285.
1. Proposal
The following changes are proposed to TS 23.285.
* * * * Start of 1st Change * * * *
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* * * * Start of 2nd Change * * * *
4.4.x
V2X message transmission/reception over LTE-Uu reference point
4.4.x.3
V2X message reception via MBMS
V2X messages can be broadcasted via MBMS in which the V2X Application Server transfers V2X messages via MBMS bearer service as shown in Figure 4.2.2-1.
For MBMS reception of V2X messages, USD per PLMN for V2X services is required for the UE. To provide the UE with the USD, the following ways may be used:
-
Existing MBMS service announcement mechanisms specified in TS 23.246 [8] and TS 26.346 [x].
-
Provisioning as described in clause 4.4.1.2.2, i.e. pre-configuration in the UE and/or configuration from V2X Control Function. 
-
Provisioning from the V2X Application Server via V1 reference point. How to obtain the USD from the V2X Application Server is out of scope of this specification.
NOTE:
The UE can receive the downlink broadcast from the PLMN other than Serving PLMN based on the USD obtained as described in this clause.
For latency improvements for eMBMS, localized MBMS can be considered for localized routing of V2X messages destined to UEs. Some localized MBMS deployment options are described in Annex X.
* * * * End of Changes * * * *
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