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FIRST CHANGE
6.3.2.1.9
PS – CS Access Transfer: PS to CS – Single Radio using ATCF enhancements

….

6.3.2.1.9.4
PS to CS - Single Radio procedures IMS Selected Codec re-negotiation
After eSRVCC has been successfully performed (see subclause 6.3.2.1.9.1 and 6.3.2.1.9.2), MSC Sever may perform the following procedures as described in figure 6.3.2.1.9.4-1 and 6.3.2.1.9.4-2 to minimize the transcoding point(s) toward the remote end.
Figure 6.3.2.1.9.4-1 is applicable when the remote end supports the selected Target RAN codec (B) in the Re-INVITE. 
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Figure 6.3.2.1.9.4-1: Re-negotiation method towards the remote end
1.
eSRVCC is performed. MSS has included all supported codecs into the session transfer request to the ATCF. In this flow the codec list may include the codec that is currently used in the ongoing IMS session and ATCF has selected this codec, therefore there is no transcoding in ATGW but there may be transcoding in CS-MGW. The session between UE and CS-MGW uses the codec-B. The session between CS-MGW, ATGW and remote end uses the codec-A.

NOTE:
If the codec list from MSC does not include the codec that is currently used in the ongoing session, ATCF initiates transcoding.

2.
The MSC server sends a Re-INVITE to remote end with list of supported codecs in MSC server to ATCF, codec B is the most preferred codec in the list.

3.
ATCF passes the Re-INVITE towards the SCC AS with the codec list.

4.
SCC AS performs a remote leg update towards the remote end.

5-7.
The remote end accepts the offer and selects the most preferred codec it can support, in this case codec B was selected. From now on the codec B is used e2e in TrFO manner.
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