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	Reason for change:
	This contribution proposes to add new network entity PFDF and related reference points for SDCI.


	
	

	Summary of change:
	· Add description for new network entity PFDF.

· Add reference point Nu between SCEF and PFDF;
· Add reference point Gw between PFDF and PCEF;
· Add reference point Gwn between PFDF and TDF.
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 CHANGE START
4a
The specific entities of the 3GPP system
4a.X
Packet Flow Description Function (PFDF)
The Packet Flow Description Function (PFDF) is a repository which stores Packet Flow Descriptions (PFDs) that can be managed, i.e. added, updated, or removed, by the SCS/AS (3rd party service provider) via the SCEF. The functional description of the PFDF can be found in TS 23.682 [132].

NEXT CHANGE
6a.13
Reference Points for Policy and Charging Control
6a.13.X
Reference point between PFDF and PCEF (Gw reference point)

The Gw reference point enables the PFDF to provide PFDs to the PCEF as described in TS 23.203 [73].
6a.13.Y
Reference point between PFDF and TDF (Gwn reference point)

The Gwn reference point enables the PFDF to provide PFDs to the TDF as described in TS 23.203 [73].
NEXT CHANGE
6a.16
Specific reference points for facilitating communications with packet data networks and applications
6a.16.X
Reference point between the PFDF and the SCEF (Nu reference point)

This reference point enables the Service Capability Exposure Function (SCEF) to manage Packet Flow Descriptions (PFDs) in the Packet Flow Description Function (PFDF) according to the instructions received from the AS/SCS. For more information see TS 23.682 [132].
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