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Abstract of the contribution: it is proposed to update TR 23.799 to include mobility level for UP function selection.

Proposal
Based on the discussion on mobility management WTs, “mobility levels” is used to describe UE mobility. Therefore, it is proposed to update solution 6.5.1 to remove the related FFS.
* * * Start of changes * * * *

6.5.1
Solution 5.1: UP Functions selection
6.5.1.2
Function description 
In the EPC network two types of UP function nodes are defined, i.e. SGW/PGW. Due to the introduction of the C/U separation, the UP network functions will be defined in Next Generation Network. Session Management procedures define when UP functions are selected. 
For the UP function selection, it is proposed as the following: 

· The UP Function is selected by a C-plane NF during the session establishment procedure. 
· The UP function can be selected/reselected on per UE and per Session granularity basis. 

· The UP Function is selected/reselected based on any combination of the following factors: 

-
UE mobility profile, including:

-
UE mobility level.
Editor's note: mobility profiles other than UE mobility level are FFS.  
-
UE location;

-
UE session continuity requirements(e.g. session continuity required, not required);

Editor's note: Session continuity requirements will be determined based on the conclusion of key issue 6. 

-
UE session QoS requirements;

-
Load conditions of the candidate selected UP function;

· The UP Function can be dynamically reselected based on any combination of the following factors: 

-
Mobility events. , i.e. handover or location update
* * * End of changes * * * *
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