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Abstract of the contribution: This document proposes a solution for key issue 2.
1. Discussion 

Solution to Key issue #2 – Handling of multiple PDN connection
The 3GPP Data off features applies to all PDNs for a UE.Hence, all PDNs must be properly configured according to the UE setting for the 3GPP Data Off feature

Hence, if the UE has several PDN connections, then the MME informs P-GW of each PDN connection about authorized 3GPP PS Data Off (de)activation using the Modify Bearer Request message (for an existing PDN connection) or the Create Session Request message (for a newly established PDN connection).

2. Proposal

To add following text in the TR XX.XXX
6
Solutions 
6.Z
Solution for Key Issue 2 – Handling of multiple PDN connections
6.Z.1
Description

Editor's Note:
Describe the solutions. First sentence should list the key issues that this solution applies to. Sub-clause(s) may be added to capture details, procedural flow etc. 

If the UE has several PDN connections, then the MME must inform the P-GW of each PDN connection about 3GPP PS Data Off (de)activation status. This enables the P-GW to enforce the necessary filters applicable to the PDN for the impacted services associated with the PDN.

6.Z.2
Impacts on existing nodes and functionality
Editor's Note:
Capture impacts on existing 3GPP nodes and Functional elements (e.g. UE, MME, eNB, S-GW, P-GW, P-CSCF etc.).

The MME and P-GW are imapcted 

6.Z.3
Solution Evaluation

Editor's Note:
Use this section for evaluation at solution level. Evaluation at key issue level is done in a separate clause.
