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Abstract of the contribution: this contribution proposes text for the definitions and abbreviations section of the new TS.
Proposal

It is proposed to add the following text into the definitions and abbreviations section of the new TS.
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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1], 3GPP TS 23.401 [2], 3GPP TS 23.203 [3] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].


F-TEID: Fully qualified (GTP-u) Tunnel Endpoint Identifier: IP address + TEID of a GTP-u tunnel. When no reference to an IP version is made, “IP address” may refer to an IPv4 address and/or to an IPv6 Prefix.
Sx Session: An association between a CP function and a UP function of the respective EPC entity which is used for transferring control parameters instructing the UP function how to behave as well as for informing the CP function about UP function events.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1], 3GPP TS 23.401 [2], 3GPP TS 23.203 [3] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

CP function
Control Plane function
PGW
PDN Gateway

PGW-C
PDN Gateway Control plane function
PGW-U
PDN Gateway User plane function
SGW
Serving Gateway
SGW-C
Serving Gateway Control plane function
SGW-U
Serving Gateway User plane function
TDF-C
Traffic Detection Function Control plane function
TDF-U
Traffic Detection Function User plane function
UP function
User Plane function
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