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	Reason for change:
	At SA2 #115, CR1146 indicates the following sentences in section W.3:

This procedure shall be applied by the P-CSCF at initial UE IMS registration.

The procedure may be skipped by the P-CSCF if there is no support for inter-PLMN mobility.

Second sentence implies that this procedure can be skipped but that is not true. It must be executed when UE is roaming.
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	Other comments:
	


FIRST CHANGE
W.3
Subscription to changes in PLMN ID at IMS Initial Registration

In LBO roaming model where P-CSCF is located in VPLMN (see Annex M.1), the home network determines the serving PLMN of the UE from the location of the P-CSCF during initial IMS Registration, using the P‑CSCF network identifier.
In deployments without IMS-level roaming interfaces, the home network determines the serving PLMN of the UE using procedure defined in TS 23.203 [54], where P-CSCF requests the PCRF to report the PLMN identifier where the UE is currently located. The received PLMN ID information is then forwarded in the SIP REGISTER request.

This procedure shall be applied by the P-CSCF at initial UE IMS registration. 
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Figure W.3-1: Subscription by P-CSCF to changes in PLMN ID during initial IMS Registration

1.
The UE sends a SIP REGISTER request to the P-CSCF.

2.
If this is initial IMS registration then the P-CSCF subscribes to the PCRF to be notified of the PLMN ID where the UE is currently attached.

3. The PCRF forwards the PLMN ID to the P-CSCF. The P-CSCF stores the PLMN ID.

4.
The P-CSCF includes the received PLMN ID in the SIP REGISTER request before forwarding the request to the I-CSCF.

5.
Normal IMS registration procedure is then completed.
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