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1. Overall Description:

In the previous SA2#115 meeting (23 – 27 May 2016), SA2 sent LS S2-162946 to RAN2 requiring to provide feedback on the feasibility of Receive Only Mode UE and Receive Only Mode with independent unicast UE modes of operation from RAN perspective. 

As indicated in TR 23.746, the Receive Only Mode UE currently requires an indication from the network so that

“the UE shall camp on a network cell in an eMBMS Broadcast carrier that indicates that eMBMS receive only mode is enabled, when available”.
SA2 discussed a solution in which no SIB indication is needed. In this case the decision of whether the UE would camp under a certain cell or not is be based on pre-configured information, such as, e.g., carrier frequency and TMGI. Such approach requires the Receive Only Mode UE to read the broadcast channel to verify if the broadcast TMGI matches the pre-configured one and SA2 is concerned that this might have impact on the radio performance.
2. Actions:

To  RAN2  group.

ACTION: SA2 kindly ask RAN2 to indicate if removing the SIB indication for Receive Only Mode UEs would impact the radio performance.
3. Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #116-bis
29th Aug – 2nd September 2016
Sanya, China.

TSG-SA2 Meeting #117

17th – 21st October 2016

Kaohsiung city, Taiwan.
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