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Abstract of the contribution: the contribution proposes to select solution 6.17.1 to address the 3GPP access-related aspects of Key Issue 17 on network discovery and selection.
1	Discussion
Based on the evaluation of solution 6.17.1 proposed in S2-165768, this solution meets the following requirements of Key issue 17 (3GPP architecture impacts to support network discovery and selection):
-	The solution introduces a network discovery and selection mechanism for 3GPP accesses in idle mode for both roaming and non-roaming scenarios
[bookmark: _GoBack]-	The solution defines the information that needs to be provided to the UE for network discovery and selection (NDS_WT_#2.1) and how it is provided to the UE (NDS_WT_#1.2)
-	The solution defines the entities involved in network discovery and selection (the UE, the CP-CN NS Function, the CP-CN Policy Function), their interaction (NDS_WT_#1.1) and which entity enforces NDS decisions (the UE, NDS_WT_#1.3)
-	The solution enables the operator to steer the UE to a specific network for a particular network slice type or network slice instance to enable in-network roaming (NDS_WT_#2.2)
-	The solution enables PLMN selection based on operator policy including network supported slice types or network slice instance, multiple radio capability, and priorities between preferred partners (NDS_WT_#2.3)
-	The solution enables the UE to select multiple networks simultaneously so as to "obtain services from more than one network simultaneously on an on-demand basis” (NDS_WT_#2.4)
-	The solution identifies the format of rules for network discovery and selection (NDS_WT_#2.5)
-	The solution identifies the attribute types and metrics that may be present into network discovery and selection rules (NDS_WT_#2.6)
-	The solution provide a way to decide on rules interactions via the provisioning of validity conditions (NDS_WT_#2.7)
This solution does not at present address network discovery and selection of non-3GPP accesses, or transition between a 3GPP access and a non-3GPP access in connected mode. Extending the solution to support these additional aspects can be considered in future meetings.
Consequently, it is proposed to select solution 6.17.1 for normative work on network discovery and selection of 3GPP accesses, with an Editor’s note stating that whether the solution can be extended to support network discovery and selection of non-3GPP accesses, and transitions between 3GPP and non-3GPP accesses in connected mode, is FFS.

2	Proposal
It is proposed to add the following text to the TR 23.799 “Study on Architecture for Next Generation System”.
[bookmark: _Toc439686353][bookmark: _Toc439745371][bookmark: _Toc316022751]>>>Start of changes<<<<
[bookmark: _Toc382229156]8.17	Conclusion on Key Issue #17: 3GPP architecture impacts to support network discovery and selection Network function granularity and interactions between them
Solution 6.17.1 shall be adopted for normative work to specify network discovery and selection of 3GPP accesses.
Editor's note:	It is FFS whether solution 6.17.1 can be extended to support network discovery and selection of non-3GPP accesses, and transitions between 3GPP and non-3GPP accesses in connected mode.
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