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Abstract of the contribution: This paper proposes to update the structure of solution 2.2 and add evaluation.
Introduction

Proposal

It is proposed to agree the following changes into TR 23.702.

* * * Start of Change * * * *

6.2.2
Solution 2.2 for Key Issue 2 - making the UE aware of 3GPP PS Data Off Exempt Services 

6.2.2.1 
Description

The HPLMN configures the UE with the 3GPP PS Data Off Exempt Services using a management object (e.g., server’s IP address for non-SIP based services or well-known name of the SIP based services) in the ME. The detail of the management object is up to stage 3 work.

The non-SIP based 3GPP PS Data Off Exempt Services are identified in the UE by an APN and an uplink filter. The exact content of the uplink filter is left to UE implementation.

The SIP based 3GPP PS Data Off Exempt Services are identified in the UE by enumeration (MMTel Voice, SMS over IMS, USSD over IMS, MMTel Video) or by IMS communication service identifier. This is also up to UE implementation.
In order to support dynamic update of list of exempt services over device management method (e.g., OMA-DM), device management traffic must be part of the 3GPP PS Data Off Exempt Services.
6.2.2.2 
Impacts on existing nodes and functionality

The UE is impacted as it has to support the new management object. 

6.2.2.3 
Solution Evaluation


This solution proposes a solution using device management method to provide the list of 3GPP PS Data Off Exempt Services to UE without impacting NAS or IMS signaling. Device management traffic must be part of the 3GPP PS Data Off Exempt Services in order to support dynamic update of the list of exempt services over device management method.
* * * End of Change * * * *
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