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	Reason for change:
	According to the stag 3 theUE shall consider the received rate control instruction for a PDN connection as valid until  the last PDN connection using this APN is released. This UE behavior is not capturted in the stage 2. 
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6.3.9
Handling of APN rate control
The indicated rate in a NAS procedure applies to the APN the NAS procedure corresponds to, and the indicated rate is valid until a new value is indicated or the last PDN connection using this APN is released.



	    
	

	Summary of change:
	Specify that the UE will consider received rate control instructions as valid until the last PDN connection using this APN is released 

	
	

	Consequences if not approved:
	Stage 2 is not aligned with stage 3.

	
	

	Clauses affected:
	4.7.7.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


4.7.7.3
APN Rate Control

The PDN GW or SCEF can send an APN Uplink Rate Control command to the UE using the PCO information element.

The APN Uplink Rate Control applies to data PDUs sent on that APN by either Data Radio Bearers (S1-U) or Signalling Radio Bearers (NAS Data PDUs).

The rate control information is separate for uplink and downlink and in the form of a positive integer number of packets per time unit, and an indication as to whether or not exception reports can still be sent if this rate control limit has been met.

The UE shall comply with this uplink rate control instruction. The UE shall consider this rate control instruction as valid until it receives a new one from either PDN GW or from SCEF, or the last PDN connection using this APN is released. The PDN GW or SCEF may enforce the Uplink Rate Control by discarding or delaying packets that exceed the rate that is indicated to the UE. The PDN GW or SCEF should enforce the Downlink Rate Control by discarding or delaying packets when APN Rate Control is used.

NOTE:
If used, it is assumed that the APN Rate Control is set such that the APN Rate Control rate limits the communication before any used Serving PLMN Rate Control, also taking into account the number of simultaneous PDN connections allowed by the subscription.

