Page 1



3GPP TSG-SA2 Meeting #117 
S2-165855
Kaohsiung City, Taiwan, 17-21 Oct 2016 
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.682
	CR
	 0244
	rev
	
	Current version:
	14.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction of T6a Connection Establishment parameters

	
	

	Source to WG:
	Nokia, Alcatel-Lucent Shanghai Bell

	Source to TSG:
	SA2

	
	

	Work item code:
	CIoT
	
	Date:
	2016-10-10

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	T6a Connection Establishment Procedure incorrectly shows APN Rate Control parameters as part of the Create SCEF Connection Request from the MME to SCEF. 
APN Rate control is the HPLMN means to dimension the service, and it is passed in the other direction from SCEF to UE in the PCO element. At the time of establishment the MME cannot inform the SCEF of APN Rate Control parameters. 

	
	

	Summary of change:
	The superfluous APN Rate Control parameter is removed.

	
	

	Consequences if not approved:
	The unrealistic APN Rate Control requirement is not implementable. 

	
	

	Clauses affected:
	5.13.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


5.13.1.2
T6a/T6b Connection Establishment Procedure
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Figure 5.13.1.2-1: T6a/T6b Connection Establishment Procedure

1.
UE performs steps 1-11 of the E-UTRAN Initial Attach procedure or step 1 of the UE requested PDN Connectivity procedure (see TS 23.401 [7]) or PDP Context Activation Procedure (see TS 23.060 [6]). The MME/SGSN receives subscription information for a non-IP PDN connection to an APN that is associated with an "Invoke SCEF Selection" indicator, and SCEF ID. If the MSISDN is also associated with the user's subscription, then it is made available as User Identity to the MME/SGSN by the HSS.

2.
If the subscription information corresponding to either the default APN for PDN type of "Non-IP" or the UE requested APN includes "Invoke SCEF Selection" indicator, then instead of step 12-16 of the E-UTRAN Initial Attach procedure (see TS 23.401 [7]) clause 5.3.2.1) or instead of step 2-6 of the UE requested PDN connectivity procedure (see TS 23.401 [7] clause 5.10.2) or instead of step 4-8 of the PDP Context Activation procedure (see TS 23.060 [6] clause 9.2.2.1), the MME/SGSN shall create a PDN connection towards the SCEF and allocate an EPS Bearer Identity (EBI) (see TS 23.401 [7]) to that PDN connection. The MME/SGSN does so by sending a Create SCEF Connection Request (User Identity, EPS Bearer Identity, SCEF ID, APN, Serving PLMN Rate Control, Number of PDN Connections, PCO, Serving PLMN ID, IMEISV) message towards the SCEF (see. TS 23.401 clause 4.7.7). If the IWK-SCEF receives the Create SCEF Connection Request message from the MME/SGSN, it shall forward it toward the SCEF.

NOTE 1:
The combination of EPS Bearer Identity, APN, and User Identity allows the SCEF to uniquely identify the PDN connection to the SCEF for a given UE.

NOTE 2:
For further details of T6a/T6b interactions please refer to Stage 3 specifications.

NOTE 3:
The details of how the MME/SGSN and SCEF encode the PCO's information on T6a/T6b are left to stage 3.


If an SCS/AS has performed the NIDD Configuration procedure (see clause 5.13.2) with the SCEF for User Identity received in step 2, then step 3 is executed. If no SCS/AS has performed the NIDD Configuration procedure (see clause 5.13.2) with the SCEF for the User Identity, then the SCEF may:

-
reject the T6a/T6b connection setup, or

-
initiate a NIDD Configuration procedure with SCS/AS configured in the SCEF using implementation specific procedures.

3.
The SCEF creates an SCEF EPS Bearer Context (see clause 5.3.2) for the user identified via User Identity and EBI. The SCEF sends a Create SCEF Connection Response (User Identity, EPS Bearer Identity, SCEF ID, APN, PCO, NIDD Charging ID) message towards the MME/SGSN confirming establishment of the PDN connection to the SCEF for the UE. If the IWK-SCEF receives the Create SCEF Connection Response message from the SCEF, it shall forward it toward the MME/SGSN.

NOTE 3:
For further details of T6a/T6b interactions please refer to Stage 3 specifications.
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