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Abstract of the contribution: it is proposed to delete an editor’s note from solution 4.21.

Discussion

There is an editor’s note in solution 4.21:
Editor's note:
It’s FFS how the identifier identifies a PDU session.
The definition, allocation and the usage of the PDU session identifier is already described in section 6.4.16.2.1 (i.e. set-up of a PDU session) in solution 4.16 in TR 23.799. The PDU session identifier defined in solution 4.16 can be reused in solution 4.21. So it is proposed to delete the editor’s note above.

Proposal
It is proposed to delete an editor’s note in solution 4.21 in TR 23.799.
* * * Start of changes * * * *

6.4.21.2.2
Service Request
The procedure is initiated by the UE to establish the NG3 connection and radio connection of a PDU session.
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Figure 6.4.21.2.2-1: Service Request procedure
1.
The UE sends the Service Request message to the CCNF. The message includes the information of the PDU session (e.g. identifier) that the UE wants to establish the NG3 connection and radio connection.


2.
The CCNF sends the Service Request to the SM to request to activate the PDU session of the UE.
3.
The SM sends the NG3 Context Setup Request to the CCNF to active the UP connection of the PDU session. The message includes the identifier of the PDU session, the NG3 connection endpoint of the UP function and the QoS of the PDU session.

4.
The CCNF sends the NG3 Context Setup Request to the RAN.
5.
The RAN establishes the radio connection for the PDU session.

6.
The RAN allocates the NG3 connection endpoint for the PDU session and sends the NG3 Context Setup Response message to the CCNF. The message includes the NG3 connection endpoint of the RAN.

7.
The CCNF sends the NG3 Context Setup Response to the SM.

8.
The SM updates the user plane path of the PDU session. During the step, the SM notifies the NG3 connection endpoint of the RAN to the UP function.

* * * End of changes * * * *
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