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Abstract of the contribution: Resolves the editor’s notes in solution 3.18 Mobility procedure.
Introduction

In 3GPP 23.799 v1.0.2, chapter 6.3.18.2 “Function description” there are some open issues captured in the editor’s notes:
Editor's note:
It is for further study whether to include session management messages or not.

Editor's note:
Additional functionality e.g. from TAU procedure e.g. providing UE capabilities, usage of active flag and synchronization of SM contexts is FFS.
Session management messages are included into Attach procedure for LTE. It was introduced enabling to always have a bearer established when the UE is attached. It is proposed to keep the possibility also in NG but make it optional covering cases when session is not to be established. It also harmonizes with the “Interim Agreements for MM and SM Interaction” in chapter 8.4:
“1. A single NG1 NAS connection is used for both MM and SM-related messages and procedures for a UE. The single NG1 termination point is located in MM.”
and

“3. MM forwards SM related NAS information to the SM function.”

In general, it is proposed to include relevant parameters from the Attach and Tracking Area Update messages in the Registration messages and then if any deviations in usage of them between the Attach and Tracking Area Update procedures make the parameters optional. E.g. in Tracking Area Update Request, UE radio capability information update needed may be included and therefore it is proposed to include it as optional in Registration Request. Additionally, it is suggested to include the “active flag” mechanism which also comprises the PDU sessions to be synchronized.
Proposal

It is proposed to update Solution 3.18 Mobility procedure in TR 23.799 as follows

**** First Change ****
6.3.18.2
Function description

The main functionality of the solution is:

-
The NG mobility procedure is including “attach and tracking area update functionality” within a single mobility procedure, the Registration procedure.

The Registration procedure is used e.g. when the NG UE attach into the mobile network, upon mobility procedure when the NG UE changes to a new Tracking area (TA) in idle mode and when the NG UE performs a periodic update (due to a predefined time period of inactivity) etc. Relevant Attach and TAU parameters used in LTE are kept in corresponding Registration messages and if any parameter deviations for these messages the parameters are optional. A session related message can be included. Active flag mechanism is included which also comprises PDU sessions to be synchronized.



**** End of Change ****
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