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Abstract of the contribution: This paper proposes overall evaluation for key issue #3.
Introduction

Proposal

It is proposed to agree the following changes into TR 23.702.

* * * Start of Change * * * *

7
Overall evaluation

Editor's Note: This clause will contain the evaluation of the identified solutions for every key issue. 

	
	Solution #3.1
	Solution #3.2
	Solution #3.3
	Solution #3.4
	Solution #3.5

	Applicable to uplink traffic controlling
	Yes
	Yes
	Yes
	Not addressed
	N/A

	PCRF is notified on PS Data Off status change
	Yes.
Signalling overload over Gx if the status changes frequently.
	No
	Yes.
Signalling overload over Gx if the status changes frequently.
	Yes.
Signalling overload over Gx if the status changes frequently.
	N/A

	Is HSS impact required
	No
	No
	No
	Yes.
Signalling overload on HSS if the status changes frequently.
	N/A

	Is non-exempt PDN released
	No
	No
	No
	Yes.
Signalling overload for establishing and releasing PDN connections due to PS Data Off status change, especially harmful to the IDLE Mode UE, it will trigger Active/Idle mode change.
	N/A

	Impact to charging system
	No
	No
	No
	No
	Yes.

Need input from SA5 and according work in SA5.

	Complexity
	Medium
	Low
	Medium
	High
	Low.
Can be complementary to any other four solutions for key issue #3.

	
	
	
	
	
	


* * * End of Change * * * *
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