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1. Overall Description:

SA2 would like to thank RAN2 for their LS on “on mobility enhancements for eNB-IoT” (see R2-167315) and RAN3 and CT1 for their reply LSs (see R3-163165 and C1-165313, respectively).
Taking into account the replies already provided by RAN3 and CT1, SA2 would like to reply positively to RAN2’s requests on lossless data transmission in case of RLF using RRC Connection re-establishment during RRC_CONNECTED mode mobility:

Question 1: RAN2 would like RAN3, CT1, and SA2 to confirm that the DL NAS data transport PDUs can be transmitted by the MME to the new eNB when the MME is notified that the UE has accessed via the new eNB, and whether this could be supported by RAN3, CT1, and SA2 specifications.
SA2’s answer: The SA2 specification TS 23.401 does not prevent the DL NAS data transport PDUs to be transmitted by the MME to the new eNB when the MME is notified that the UE has accessed via the new eNB
RAN2 would like CT1 and SA2 to confirm that the UL NAS data transport PDUs can be retransmitted by the UE to the new eNB after the RRC connection re-establishment to the new eNB, and whether this could be supported by CT1 and SA2 specifications, assuming that AS provides an indication to NAS that the NAS PDU has not been transmitted.
SA2’s answer: The SA2 specification TS 23.401 does not prevent the UL NAS data transport PDUs to be retransmitted by the UE to the new eNB after the RRC connection re-establishment to the new eNB.
2. Actions:

To RAN2, RAN3 and CT1:
Action: SA2 respectfully ask RAN2, RAN3 and CT1 to take the above answers into consideration and update their specifications as needed.
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