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Abstract of the contribution: This contribution provides PDU session release triggers for already established PDU sessions. This contribution is intended for section 4.2.3 of TR 23.502.
Discussion

This contribution provides PDU session release triggers for already established PDU sessions.
Proposal

***** Start of Change *****

(All new text)

4.2.3.x
PDU Session Release Triggers
A UE and NextGen Core Network entities may request release of already established PDU session(s) when the UE is attached to the network and has one or more PDU sessions established. 

The PDU session release may be requested by different NextGen entities and Network Operator in the following situations:
· PDU Session released by the SMF: If there is no activity for a longer timer for an active session, the timer monitoring the PDU session at the SMF expires which triggers PDU session release at the SMF. The SMF may also initiates release of the PDU session due to internal processing error, the communication with the UE fails due to radio conditions or session release requested by the peer.
· PDU Session release by the UE: The SMF processes session release request received from the peer entity or from the UE.
· UDM initiated release: In the middle of active PDU session, the subscriber data is updated which may result in to release of the PDU session(s) associated with specific subscriber. In this case, the Session Management Function (SMF) is notified of the change by the Unified Data Management (UDM) function.

4.2.3.x.1
SMF Initiated PDU Session Release Procedure

Editor’s Note: This clause will contain session release procedures initiated by the SMF.
4.2.3.x.2
UE Initiated PDU Session Release Procedure

Editor’s Note: This clause will contain session release procedures initiated by the UE.
4.2.3.x.3
UDM Initiated PDU Session Release Procedure

Editor’s Note: This clause will contain session release procedures initiated by the UDM.
***** End of Change *****
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