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Abstract of the contribution: Architectural assumption for IOPS, with regards to the usage of PLMN IDs.
Discussion
In the current IOPS solution defined in TS 23.401, it is specified that:

A PLMN identity is dedicated to IOPS mode of operation and is broadcast in System Information by the EnBW when IOPS mode is in operation. Only authorized IOPS-enabled UEs can access a PLMN indicated as an IOPS PLMN.

…. When operating in IOPS mode IOPS-enabled UEs only use the appropriate USIM credentials defined in the UICC, i.e. those defined exclusively for use in an IOPS PLMN.
We propose to keep this principle when introducing the support for limited backhaul: the IOPS network broadcasts the same PLMN ID (dedicated to IOPS mode of operation) when it has no backhaul or limited backhaul. In addition, UEs having a subscription in other IOPS PLMNs may be served by the IOPS network with Limited Backhaul.
***************** Start of changes **********************

4
Architectural considerations

4.1
Architectural assumptions 
Like a Rel-13 IOPS network, an IOPS network with Limited Backhaul broadcasts a PLMN identity that is dedicated to IOPS mode of operation. This PLMN identity corresponds to the one that is served by the HSS of the Local EPC. In addition, UEs having a subscription in other IOPS PLMNs may be served by the IOPS network with Limited Backhaul. This is depicted in the figure below.
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Figure 4.1-1: Usage of PLMN IDs by IOPS networks with no backhaul or limited backhaul
4.2
Architectural requirements

***************** End of changes **********************

3GPP

SA WG2 TD


_1545484451.vsd
�

�


�

�

�

�


�

RAN in commercial operation Broadcast PLMN ID = M



