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Abstract of the contribution: Discusses the Session Management Establishment based on available information to support Local Area Data Network and proposes the text for TS23.501
1
Discussion

In TR 23.799 conclusions the following is captured to support Local Area Data Network

20.
The core network notifies the UE of available Data Network within the list of the tracking areas, when the UE attaches or updates tracking areas.
a)
Based on the information received in the notification, the UE may request a PDU session establishment for the notified Data Network.
NOTE 11: PDU session management according to the UE location will be further clarified during the normative phase.

NOTE 12: Whether tracking area is the most appropriate granularity, or whether it should be cell granularity will be clarified during the normative phase.
2
Proposal

The following solution is proposed to be updated to TS 23.501.
***** Start of Change # 1 *****
5.3
Session Management
5.3.X Support for connecting to a local area data network
5G System supports that the UE connects to a Data Network with a PDU session only where the UE is located in a certain area.
Editor’s Note: It is FFS whether tracking area is the most appropriate granularity, or whether it should be cell granularity.
The 5G core network notifies the UE of the information for the Data Network which are available to the UE within the registration area, based on the operator’s policy and subscription information. Data Network information includes the allowed area and DNN for the Data Network.

Editor’s Note: It is FFS how the 5G core network notifies the UE. i.e. whether the AMF notifies the UE of information or whether the direct interface between the UE and the PCF. 
Based on the Data Network information received in the notification, the UE may request a PDU session establishment for the notified Data Network while the UE is located in the area. 
Editor’s Note: It is FFS how to manage the PDU session according to the UE location.
***** End of Change # 1 *****
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