Page 1



SA WG2 Meeting #S2-118
S2-166565
Nov 14 – 18, 2016, Reno, Nevada, USA
(revision of S2-16xxxx)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.285
	CR
	0019
	rev
	-
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Clarification on V2X message reception using MBMS Receive Only Mode

	
	

	Source to WG:
	Qualcomm Incorporated 

	Source to TSG:
	SA2 

	
	

	Work item code:
	V2XARC
	
	Date:
	2016-11-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In V2X communicaiton, it was agreed that the UE can receive V2X messages via MBMS in PLMNs other than its registered PLMN, due to inter-PLMN operation support for V2X. This behavior was defined in TS 23.246 as the Receive Only Mode, and the corresponding UE behaivors were described. Therefore, for V2X message reception via MBMS, it is better to refer explicitly to TS 23.246 to avoid overlapping description and confusions.
Further clarification on the PC5 operation when UE is using the Receive Only Mode is also needed. 

	
	

	Summary of change:
	Clarify that the UE can receive V2X messages via MBMS in Receive Only mode and the PC5 operation can make use of the independent unicast. 

	
	

	Consequences if not approved:
	Unclear specification on UE V2X communicaiton using MBMS.

	
	

	Clauses affected:
	4.4.3.3 

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


********* Start of changes *************
4.4.3.3
V2X message reception via MBMS
V2X messages can be broadcasted via MBMS in which the V2X Application Server transfers V2X messages via MBMS bearer service as shown in Figure 4.2.2-1.

For MBMS reception of V2X messages, USD per PLMN for V2X services is required for the UE. To provide the UE with the USD, the following ways may be used:

-
Existing MBMS service announcement mechanisms specified in TS 23.246 [8] and TS 26.346 [11].
-
Provisioning as described in clause 4.4.1.2.2, i.e. pre-configuration in the UE and/or configuration from V2X Control Function. 
-
Provisioning from the V2X Application Server via V1 reference point. 
NOTE:
The UE can receive the downlink broadcast from the PLMN other than Serving PLMN based on the USD obtained as described in this clause. In the Receive Only Mode defined in TS 23.246 [8], the UE can attempt to receive V2X messages via MBMS based only on the standardised TMGI value range for V2X services configured in the UE. The UE uses Receive Only Mode with independent unicast when its PC5 operation requires connection to the network. 
For latency improvements for MBMS, localized MBMS can be considered for localized routing of V2X messages destined to UEs. Some localized MBMS deployment options are described in Annex B.
********* End of changes *************

