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Abstract of the contribution: this paper proposes to resolve in the Editor’s Note in the current TS23.501 and proposes the texts.
1
Discussion
This paper discusses technical issues addressed in the Editor’s Note in the current TS23.501 5.6.5
Technical Issue 1. What is the contents of information for the local area Data Network?
Editor's note:
The granularity and type of location information and data network identification related information are FFS.

Local area DN information is composed of the DN identification information and the location information.
1. Data network identification information: DNN, IP address/prefix or IP routing information
2. Granularity and type of location information: cell list, TA list

2
Proposal
It is proposed to update the section 5.6.5 of TS 23.501 as follows:

* * * Start of Change#1 * * * *
5.6.5
Support for connecting to a local area data network

5G System shall provide support for the UEs to connect to a local area Data Network reachable within certain area.


The 5G core network notifies the UE of the information for the specific local area Data Network which are available to the UE, based on the operator's policy and subscription information.
Local area DN information consists of DN identification information and DN service area information. DN identification information includes DNN. The DN service area information includes either tracking area list or cell list.
Editor's note:
It is FFS how the 5G core network notifies the UE, e.g. whether the AMF notifies the UE of information or whether the direct interface between the UE and the PCF.
Based on the local area Data Network information received in the notification, the UE may request a PDU session establishment for the notified local area Data Network while the UE is located in the area.
* * * End of Change#1 * * * *
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