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Abstract of the contribution: propose UE reachability services provided by AMF which may lead to UE paging by AMF. 

1. Introduction
Some NFs (NEF or SMF) can request the AMF to page UE to make UE reachable. And this paging UE procedure can be encapsulated to be“Enable UE Reachable” service and exposed to other NFs from AMF. Considering the MO only mode UE cannot be paged by AMF, the AMF may reject the service request. 
2. Proposal
Add the following changes to the TS 23.502.
*************** Start of changes *********************

5.2.2
AMF Services
Editor's note:
The identified NF service(s) in this clause are to be evaluated. 

5.2.2.X
The procedure of "Enable UE Reachable" service 
Service description: the requester NF request the AMF to make the UE reachable 
Input: the UE ID and NF ID
Output: AMF responds the requester NF whether the UE is reached successfully or not
Service Procedure:
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Figure 5.2.2.X-1: Enable UE Reachable Service
1.
When the requester NF needs to communicate with UE, the requester NF requests the AMF to enable the UE reachable. It sends the Enable UE Reachable Request (UE ID, NF ID) message to the AMF. The NF ID indicates the type of the requester NF.

2.
The AMF shall decide whether UE paging is required. If the UE is in MO only mode, the AMF responds failure to the requester with cause reason.
 If the AMF decides to page the UE, the AMF sends paging message to RAN and RAN pages the UE. Then the RAN can respond the AMF whether UE has been paged up successfully. Then AMF returns the requester NF with Enable UE Reachable Response with the indication of whether the UE paging is successful or not.
_1548012747.doc


5. Enable UE Reachable Response 
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