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Abstract of the contribution: This contribution provides minor editorial updates to existing text in the description of reference points.
Discussion

This contribution provides minor updates to existing text in the description of reference points. This updates are meant to be editorial.
Proposal

***** Start of Change *****
4.2.6
Reference points

The 5G System Architecture contains the following reference points:

N1:
Reference point between the UE and the AMF.

N2:
Reference point between the (R)AN and the AMF.

N3:
Reference point between the (R)AN and the UPF.

N4:
Reference point between the SMF and the UPF.

N5:
Reference point between the PCF and an AF.

N6:
Reference point between the UPF and a Data Network.

NOTE:
The traffic forwarding details of N6 between a UPF acting as an uplink classifier and a local data network will not be specified in this release.

N7:
Reference point between the SMF and the PCF.

N7r:
Reference point between the PCF in the visited network and the PCF in the home network.

N8:
Reference point between the UDM and the AMF.
N9:
Reference point between two Core UPFs.

N10:
Reference point between the UDM and the SMF.

N11:
Reference point between the AMF and the SMF.

N12:
Reference point between the AMF and the AUSF.

N13:
Reference point between the UDM and the AUSF.

N14:
Reference point between two AMFs.

N15:
Reference point between the PCF and the AMF in case of non-roaming scenario, PCF in the visited network and AMF in case of roaming scenario.

N16:
Reference point between two SMFs, (in roaming case between SMF in the visited network and the SMF in the home network).
***** End of Change *****
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