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------------------------- Start of change 1 -------------------------------

4.3.28
Restriction of use of Enhanced Coverage

4.3.28.1
General

Support of UEs in Enhanced Coverage is specified in TS 36.300 [5].
4.3.28.2
Restriction for voice centric UE
If the UE’s usage setting is "voice centric" as defined in TS 23.221 [27], and UE is not restricted for use of enhanced coverage, it shall not operate in CE mode B and shall not indicate to the network that it supports CE mode B. 

4.3.28.3
Restriction due to subscription information

The usage of Enhanced Coverage may require use of extensive resources (e.g. radio and signalling resources) from the network. This feature enables the operator to prevent specific subscribers from using Enhanced Coverage.

The UE indicates its capability of support for restriction of use of Enhanced Coverage in Attach and TAU procedure to the MME. MME receives Enhanced Coverage Restricted parameter from the HSS. This parameter is kept as part of subscription data in the HSS and specifies per PLMN whether the enhanced coverage functionality is restricted or not for the UE. The UE shall assume that restriction for use of Enhanced Coverage is same in the equivalent PLMNs. If the UE includes the support for restriction of use of Enhanced Coverage, MME sends Enhanced Coverage Restricted parameter to the UE in the Attach/TAU Accept message. The UE shall use the value of Enhanced Coverage Restricted parameter to determine if enhanced coverage feature is restricted or not.

NOTE :
How this parameter is used by UE at AS layer is defined in the RAN specification.

The UE assumes Enhanced Coverage is allowed unless explicitly restricted by the network for a PLMN.

---------------------------- End of change  --------------------------------

