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Abstract of the contribution: Adds mechanisms for PDU session mobility between EPS and NGS for interworking with EPS.
1
Discussion

This paper is a companion paper to S2-170759, containing the aspects related to the procedures for inter-system PDU session mobility.
2
Proposal

It is proposed to adopt the following in TS 23.502. 

* * * * First Change * * * *
4.11
System interworking procedures with EPS

Editor's note:
Including interworking procedures with EPS.

4.11.X PDU Session Mobility between systems

Depending on the SSC mode allocated to a PDU session, when the UE moves a PDU session between the 5GS and the EPS:

· if SSC mode 1 is used for the PDU session, the UE shall perform a PDU Session Establishment with handover indication in the target system in order to move a PDU session to the target system.

· If SSC mode 2 or SSC mode 3 is used for the PDU session, the UE shall performs a PDU Session Establishment with handover indication in the target system in order to move a PDU session to the target system. Upon successful establishment of the PDU session in the target system, the UE shall release the PDU session in the source system.

Editor’s Note: whether the source serving node can release the PDU session after a time of inactivity to deal with SSC mode 2 and mode 3 inter-system mobility for dual registered UEs is FFS. 

Editor’s Note: whether the UE releases immediately the PDU session in the source system in SSC mode 2 and mode 3 is FFS, or whether it is allowed to maintain them indefinitely, is FFS. 

When the UE moves a PDU session between the EPS and the 5GS, the UE shall performs a PDU Session Establishment with handover indication in the target system in order to move a PDU session to the target system.

4.11.X.1 PDU Session Mobility between systems

Editor's note:
This section will contain the procedure for inter-system PDU session mobility.

NOTE1:
It is assumed that the UE knows the SSC mode of a PDU session based on an indication from the network at PDU session creation or PDU session modification.
* * * * End of Changes * * * *
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